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RATED VOLTAGE 250V 250V 250V 60V 30V
RATED CURRENT 4 A 4 A 4 A 4 A 2A
POLLUTION DEGREE 3 3 3 3 3
OVERVOLTAGE CATEGORY 11 11 11 11 11
MATERTAL GROUP 11 11 11 11 11 NOTE -
CONTACT RESISTANCE <|0om() <|0om() <1 0m() <1 om() <10om() | MATER\AL;
INSULATION RESISTANCE >100MC) >100MO) >100MO) >T00MC) | >100MO) }¥%m thgfugBS\NG ’éLNC DIE-CAST, NICKEL PLATED
DEGREE OF PROTECTION IP67O IP67O IP67O IP67O IP67O ' TEM NO:3;CONTACT _BRONZE
OPERATION TEMPERATURE -40~85C | -40~85C|-40~85C|-40~85C|-40~85C ITEM NO 4:- HOUSING BODY: -BRASS
2. CONTACT FINISH:
GOLD OVER NICKEL OR SILVER OVER NICKEL
3. CABLE WIRES:
FOR 2~5 PIN:
PAAWG /0. 25mm2 .. I8AWG/0 . 75mm2 (WITHOUT FERRULE)
p P
SIN ARRANGEMENT Egéwg/gi&%mm L 20AWG /0. 50mm<e (WITH FERRULE)
A-CODE DAAWG /0. 25mm2. . 20AWG/0.50mm2 (WITHOUT FERRULE)
T411201X02X-000 T411201X03X-000 T411201X04X-000 POAWG/O . I 4dmm2 . . 22AWG/0.34mm2 (WITH FERRULE)
4. ALLDIMENSTONS ARE FOR NOMINAL REFERENCE ONLY UNLESS OTHERWISE STATED
1N SIN 5. PACKAGEING: IPIECE IN A BAG
6. PN INFORMATION

2081-000 |RPC-MI2-FR-8CON-PGI-SHU
/,,, /,, 1081-000 |RPC-MI2-FR-8CON-PGT-SHU
\\"%6°V 1 W0l 2082-000 |RPC-MI2-FR-8CON-PG9-SH
g A — 1082-000 |RPC-MI2-FR-8CON-PGT-SH
2051-000 |RPC-MI2-FR-5CON-PGI-SHU
1051-000 |RPC-MI2-FR-5CON-PG7-SHU

SV 2052-000 |RPC-MI2-FR-5CON-PGI-SH

1052-000 |RPC-MI2-FR-5CON-PGT-SH
2041-000 |RPC-MI2-FR-4CON-PG9-SHU
T411201X05%-000 T411201208X-000 T T R
PIN e 2042-000 |RPC-MI2-FR-4CON-PGI-SH

S 1042-000 |RPC-MI2-FR-4CON-PGT-SH

2031-000 |RPC-MI2-FR-3CON-PGI-SHU

[031-000 |RPC-MI2-FR-3CON-PG7-SHU

2032-000 |RPC-MI2-FR-3CON-PGI-SH

1032-000 |RPC-MI2-FR-3CON-PGT-SH

2021-000 |RPC-MI2-FR-2CON-PG9-SHU

1021-000 |RPC-MI2-FR-2CON-PG7-SHU

2022-000 |RPC-MI2-FR-2CON-PGI-SH

[022-000 |RPC-MI2-FR-2CON-PGT-SH

TE PN TYPE

T41T201XXXX-000
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GOLD OVER NICKEL
SILVER OVER NICKEL
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CABLE OUTLET:

| PGT(CABLE FEED: 4-6mm)
2. PG9(CCABLE FEED: 6-8mm)
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DIMENS [ONS - T QLERANCES UNLESS APKv[?bb ZMZO T0G707S Toe
mm Aiang X M1?2 FEMALE, A CODE, RA
0 PLC +
e ﬁf? 108-106140 SHIELDED CONNECTOR
@gg PLC e APPLICATION SPEC SCREW TERNTMAL
ANZtE +- . 1 1 47 1 37 1 44 /&IZ& CAGE CODE %WING NO RESTRICTED TO
MATERTAL FINISH WEIGHT B -~ :ITAW 1 201 ><><><><OOO
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