052 [1.32] W. x

125 [3.18] D.
STRAIN RELIEF
NOTCH (2) PLS

125 [3.18] —|
DIA. HOLE

535 [13.59] |~—

EYELET P/N 35
(2) PLS

NOTES:
1. MATL -

WIRE: 22 AWG, 1061 UL/CSA APPROVED

.052 [1.32] 0.D. PVC INSULATION.

SOCKET P/N 269

OR USED AS

THIS DOCUMENT
KEYSTONE ELECTI
SHALL NOT BE REPRODUCED, DISTRIBUTED

IS THE PROPERTY OF
RONICS CORP. AND

A BASIS FOR_MANUFACTURE

WITHOUT PRIOR WRITTEN PERMISSION
FROM KEYSTONE ELECTRONICS CORP.

+.125 [+£3.1§]

1.025 [26.04]

500 [12.70]

\ /7 22 AWG RE

H )0

DR

L?j

RED WIRE SOLDERED TO FEMALE CONTACT;

BLACK WIRE TO MALE CONTACT.

2. BASE:

3.26.96

MAT'L - .062 [1.57] TH'K FIBRE
CONTACT:

MAT'L - STEEL

FINISH - NICKEL PLATE
EYELET:

MAT'L - BRASS
FINISH - TIN PLATE

CHANGE AS PER ECR 96-014

STUD P/N 261 J

+.032 [+0.81]
.375 [9.53]

- ILI -

D

 —

/7 22 AWG BLACK

 —

PART NO.

'L' DIM.

72-4

4.000 [101.60]

72

7.000 [177.80]

72-8

8.000 [203.20]

KEYSTONE ELECTRONICS CORP.

ASTORIA, N.Y. 11105-2017

PART NAME

'9' VOLT BATTERY STRAP

MATERIAL

AS NOTED

FINISH

AS NOTED

DRN BY

BOONE

DATE

10.20.81

APPD

SCALE

DATE

DESCRIPTION

REV.

TOLERANCES
DECIMAL

ANGULAR T 1°
UNLESS OTHERWISE SPECIFIED

INCH MM]

+.010 [+0.25 ]

CODE

C/M

DWG NO.

[2-




