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TECHNICAL DATA

MEETS THE REQUIREMENTS OF MIL-R-6106

ENVIRONMENTAL CHARACTERISTICS

TEMPERATUR RANGE .« v vt vee e ttee e ettt teee e e e ie e e -55°C TO +85°C (-67°F TO +185°F)
MAX. ALTITUDE RATING .ttt ve ettt ettt e e et e e e e et et e e e e e e e e e e e e i 50 000FT
SN P IEC PUBLICATION 529;IP 67;6 FT
SHOCK G-LEVEL (ENERGIZED) t vt v vttt ttutee s et etne e e et tttne e ettt i, 10 G/ 6 MSEC
VIBRATION (ENERGIZED) . e v ettt e ettt e e e e e e e e e e e e e e e e e e 5 G/ 10-500 Hz
BCCELERATION . o vttt ettt ettt ettt e e e ettt e e e e e e e 15 G
ELECTRICAL CHARACTERISTICS
MIN. INSULATION RESISTANCE; INITIAL . ottt ttee sttt tee ettt ite et ettt e, 100 MEGOHMS
AFTER LIFE OR ENVIRONMENTAL .\t to vttt ettt et et tneee e et ettt e e e ettt 50 MEGOHMS
DIELECTRIC WITHSTANDING VOLTAGE SEA-LEVEL IMINUTE. . . svustrneeeneeeennereneennnnas 1 050 VOLTS
ALTITUDE IMINUTE . .« et e e et tee e e et eeeee e 500 VOLTS
MAX . CONTACT DROP INITIAL .ttt vttt ettt ettt ettt et e e e ettt e e et et 0,15 VOLTS
AFTER LIFE TES Tt vt vttt ettt ettt ettt ettt e e e ettt e e et e e 0,175 VOLTS
DUTY RATING .+ vttt ettt ettt e e e e e e e e e e e e e e e e e e e 50 AMP CONTINUQUS
OVERLOAD .+ vt ettt ettt e e et e e e e 200 AMP FOR 1 SEC, 100 AMP FOR 20 SEC
ENDURANCE
NOMINAL LOAD RESTSTIVE . . sttt ettt et et e e e e e e e e e e e e e e e e e 50 000 CYCLES
1203 123 o0 P 500 000 CYCLES

OPERATING CHARACTERISTICS

COIL DATA
V0L T AGE RANGE . i ittt t ettt ettt ettt ettt ettt ennnaasssseaeseoeoeeeeeeeeenennnnns 18-32 VDC
NOM TN AL VOL T A GE . vttt ittt it ettt e ettt e i ttnee e tanneeeesonoeeeeennneeeeennneesennnns 28 VDC
PICK UP VOLTAGE MAK . ittt ittt ittt ettt et ettt ettty 18 VDC FULL TEMP.RANGE
COIL RESTISTANCE . ottt ittt ettt ettt eteeeeeeeeeeeeeeeeeneneneeeenennnnnnnnnans 88 OHMS 110%
COTL CURRENT MK e v vttt ettt ettt ittt et eeeeeeeeeeeeeeeeeeeenenenennonsssseseseneneeeenss 0,4 AMP
DROP OUT VOLTAGE . .ttt tit ittt iiiiiieii i i isenenensasenenensesnen...<6 VDC FULL TEMP.RANGE
TIME MILLISECONDS-MAX. MAKE CONTACT
[ S ) 30
N O 80
BOUN CE L 4ttt ittt ettt ettt et et e et e s nn s eaaaaeaseseeeeeeeeetenenennennna e 8
TIME MILLISECONDS-MAX. BREAKE CONTACT
OPERATE  (BREAKE T E ) vt vttt ittt ettt ettt eneeeeeneeeenneeeenneesenneeeenneeeenneeeennns 25
RE L A S ittt ettt ettt ettt ettt ettt ettt n e s asaaasesoseeeeeeeeeeereeeenenenennnnnnens 80
1010 Ot 8
1 0,4kg= 0,88 POUND MAX.
WIRE SECTION (AT NOMINAL LOAD) ¢ttt it ttttttteetitie i etteaeteeeeeeeeeeeeeeenens MIN. 6mm / AWG 9
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