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WAGO product LOCATOR 4.1 WAEU

INNOVATIVE CONNECTIONS

Data sheet
734-167 HEADER RIGHT ANGLE SOLDER PIN,1 X1 MM /0.039 X 0.039 IN
PIN SPACING 3.5 MM/ 0.138 IN 100% PROTECTED AGAINST MISMATING WITH
CLOSED END
nh.,_"_"_--a..n-“'h:q‘ 1
‘."'"-l-.,.. i

Un

Technical data

Package size 100 pieces.

Pin spacing from 3.5mm
Pin spacing from 0.138in
pole count 7
Measured voltage EN 250V
Measured shock voltage 2.5kvV
Pollution degree 2
Current intensity EN 10 A
Weight 1.848 g
Color light grey
Height 8.5 mm
Height 0.3351in
Width 26.9 mm
Width 1.059in
Depth 10.3 mm
Depth 0.406 in
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®
WAGO product LOCATOR 4.1 wAaGo

INNOVATIVE CONNECTIONS

Data sheet
734-167 HEADER RIGHT ANGLE SOLDER PIN, 1 X 1 MM /0.039 X 0.039 IN
PIN SPACING 3.5 MM /0.138 IN 100% PROTECTED AGAINST MISMATING WITH
CLOSED END
Approval Voltage Current Approval number Notes
CCA 250 10 123898-02
CCA 250 10 NL5641
KEMA 250 10 2077592.02
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®
WAGO product LOCATOR 4.1 WAaAGD

INNOVATIVE CONNECTIONS

Data sheet
734-167 HEADER RIGHT ANGLE SOLDER PIN,1 X1 MM /0.039 X 0.039 IN
PIN SPACING 3.5 MM/ 0.138 IN 100% PROTECTED AGAINST MISMATING WITH
CLOSED END
Accessories Item number
CODING KEY TO BE SNAPPED ABOVE TOP LEVEL 734-130
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®
WAGO product LOCATOR 4.1 WAEU

Data sheet
734-167 HEADER RIGHT ANGLE SOLDER PIN, 1 X 1 MM /0.039 X 0.039 IN
PIN SPACING 3.5 MM /0.138 IN 100% PROTECTED AGAINST MISMATING WITH
CLOSED END
- | ————=
Z 2 4 i
: E L ) .
B 5] S = w 03‘- e |
________ 17 B=
oy
(]
35 }

-:Iq— --—9[3—-—

Copyright WAGO. Technical changes reserved.

14.09.2012 11:12:26 Page 4



®
WAGO product LOCATOR 4.1 WAEU

INNOVATIVE CONNECTIONS

Data sheet

734-167 HEADER RIGHT ANGLE SOLDER PIN, 1 X1 MM /0.039 X 0.039 IN
PIN SPACING 3.5 MM /0.138 IN 100% PROTECTED AGAINST MISMATING WITH
CLOSED END

Diameter of drilled hole: 1,4 mm
L = (No.of poles - 1) x pin spacing + 5,9 mm
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